Instalacia ovladacov pre CA-340PRG pod Windows 7

Priprava:

1. Stiahnite subor s ovladac¢om do adresara na pevnom disku vasho pocitaca. Ovlada¢ najdete na na dodanom CD / DVD alebo na internetovej
stranke www.jablotron.sk v sekcii Download / Softvér — firmvér — ovladace (subor s ndzvom ,Aplikacia CarLink.zip).

2. Stiahnuté subory ovladaca rozbalte do vytvoreného adresara programom WinRar. Na rozbalovanie suborov nepouzivajte Windows ani iné
.pakovacie“ programy!

3. Otvorte ,Spravcu zariadeni“: POCITAC / VLASTNOSTI / SPRAVCA ZARIADENI (pre operaény systém Windows v anglickom jazyku
COMPUTER / PROPERTIES / DEVICE MANAGER).

4.  Pripojte rozhranie CA-340PRG k pocitacu.

5. Win7 sa bude snazit nainstalovat vlastny ovlada¢. Po chvili zisti, Ze takyto ovlada¢ nema k dispozicii a zobrazi v pravom dolnom rohu (pri
systémovych hodinach) ,bublinovi® informaciu o tom, Ze sa ovlada¢ nenainstaloval — pozri obrazok:
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2 “ ‘WL Device driver software was not successfully installed % *
Click here for details.
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6. Dalej pokradujte podra krokov na nasledujtcich stranach:


http://www.jablotron.sk/

Kliknite pravym tlacidlom mysi na polozku ,Ostatné zariadenia“ a zvolte ,Aktualizovat ovladac” (po anglicky ,Others devecis® / ,Update drivers®):
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Vyberte moznost ,Vyhladat a zvolit ovladac k instalacii“ (Browse my computer for driver software):
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# Search automatically for updated driver software
Windows will search your comguter and the Internet for the latest driver software
for your device, unless you've disabled thiz festure in your device installation
seftings.
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# Browse my computer for driver software
Locate and install driver software manually.
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Ukazte systému Windows adresar (klikutim na tlagidlo Prehladat resp. Browse), v ktorom je umiestneny ovladag ,Jablosi.inf“. Standardne je to
adresar : jablotron_serial_interface_2k_2k3_xp_vista a potvrdte volbu stlacenim tlagidla OK.
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Ignorujte hlasenie Windowsu o vierohodnosti softvéru — stlacte ,, InStalovat*” resp. ,Vzdy déverovat tomuto softvéru “ (anglicky: Install this driver software
anyway).
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# Don'tinstall this driver software

You should check your manufacturer's website for updated driver software
CRIALLLS foryour device.

# Install this driver software anyway
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Windows has successfully updated your driver software

Windows has finished installing the driver software for this device:

JABLOTRON serial interface




Skontrolujte v Spravcovi zariadeni (Device manager), ¢i sa medzi portami (COM a LPT) (anglicky

Interface. V radiCoch USB (anglicky: Universal Serial Bus cotrollers) sa nezobrazuje.
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1. Spustite aplikaciu CarLink.
2. Zapnite kI'u¢ zapal'ovania a do 30-tich sekund 5x stlacte tlacidlo Valet.
3. Alarm potvrdi spojenie akusticky, v aplikacii CarLink sa zobrazi nasledujice okno:

: Ports (Com & LPT)) nachadza Jablotron Serial




